Wunmi
Live Tech Specs

Appendix 1 -
Wunmi Technical Specifications

The Promoter will provide the following at no cost to the Artist:

FOH SOUND REINFORCEMENT : (FLOWN PA SYTEM PREFERED)

* Professional quality system using line Array technology, E.g.: L. Acoustics / Nexo Geo
Please no home made system or Peavey; Meyer UPA are only acceptable as Fills.

» The size of the PA system should be adequate to deliver loud, high quality sound without
distortion, and uniformity across the whole venue. Separated feeds from the desk to any
infout stage and balcony fills are required c/w adjustable time alignment facility and 31 band
Graphic EQ inserted. They PA must have the facility to be time delayed to any point of the
stage. The system must be able to cover the entire audience area evenly at a SPL of 110 Db
(A weight). Unless you are using a line array system with the proper software to calculate
throw characteristics, you must allow 15 watts per person. Ex: 400 persons > 4000 watts —
1000 persons >10 000 watts. If it's possible, | would prefer the sub-bass access on a
separate auxiliary.

In the case of ground stacks, Do not place the system on the floor- PA Wings are
required at a min height of 1,5 meters from ground .

* One (1) CONSOLE: 40 CHANNELS. Fitted with VCA’s, Variable HPF, 2 fully parametric
band of EQ minimum.

Eg : MIDAS XL Series, HERITAGE Series, SOUNDCRADT Series FIVE; Proper Digital
desks more than welcome as long as agreed before the show.

PLEASE: NO MACKIE, Crest or Allen & Health

-EQ
* One (1) 31 bands stereo EQ (XTA pref.) plus one channel of EQ per separate feed (fills).
PLEASE NO YAMAHA

-Outboard Gear :

* One (1) TC M5000 dual engine

* Two (2) YAMAHA SPX 990 Multi effects

* One (1) TC D2 Delay

Note: FX Sends can be mono but Returns must be stereo apart of the delay unit and
using desk channels with parametric EQ+HPF

-Inserts :

* One (1) AVALON V747 inserted on the mix output (if available)

* 6 (12 channels) XTA C2 Compressor / limiter or DBX 160 (in this case 12 units) NO
BEHRINGER

* 3 (6 channels) Frequency Selective NOISE GATES (E.g.: DRAWMER, XTA)

-Playback / Record :
* One (1) CD player - One (1) CD wired as RECORDER for the performance

- MONITORS :

* One (1) CONSOLE : 32/16 minimum, E.g.: MIDAS XL3, XL250, SOUNDCRAFT SM16/24
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-Stage Monitor system :ACTIVE MONITOR SYSTEM IS MORE THAN
PREFERED

*Thirteen (13) Identical WEDGES + One (1) for the monitor engineer PFL,

E.g.: L.Acoustic 115 FM/ MTD 115 / Nexo PS 15/ 2x12 “ Turbo,Meyer or Clair B

*Two (2) side fill mixes (bi-amped or tri-amped) with sufficient clean power, and 1/3 octave
graphic equalizers, in the case of outdoor shows .

-Outboard gear:

*Four (4) stereo 31 bands- 1/3 octave graphic equalizers (+1 if Side-fills)
*Two (2) stereo noise gates Units Drawmer DL 201 (4 channels)

Engineers:
The Promoter will provide a minimum of two operators for the set-up and operation of the PA
equipment, one of which will act as on-stage monitor engineer. One as FOH

1. Backline:

Get-in and get-out crew
The Promoter will provide a minimum of two crews for the get-in, get-out set-up and striking
of backline equipment.

2. Lights:
Conventional Lighting

REMARKS: Wunmi will not bring Lighting Engineer!
The Promoter will provide adequate lighting for the venue with a minimum of a
3colour wash covering all areas of the stage and qualified operator.
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WUNMI’'S BAND BACKLINE

DRUMS

01 DRUMMER SET 5 pieces:

22" kick (with remo powerstroke clear pinstripe head)
10" hi tom (all tom toms with remo pinstripe clear heads)
12" lo tom

16" floor tom

Cymbals: (4 cymbal stands)

20" jazz ride

18"& 17"Crash (Zildjan A custom)

8" Splash

14" China

14" (crispy) hi hat

14" x 5 or 6" snare

PS: All hardware including three Cymbal stands, Hi-Hat stand, two snare stands, adjustable throne
(seat), full size carpet, pillow for bass.

Drum and two kick pedals (one to be used as a backup in case one breaks)

KEYBOARD-1

01 Roland (X7 and with 512mb-1gig memory+(Srx Boards 04.06.07.12)
01 Fender Rhodes or Nord electro 2

02 Ac 101 Marck Acoustic Amp.

02 Roland V-Stands (for 2 keyboards)

01 Motu 828MKI| (Audio Interface)

02 Sustain Pedals for keyboards.

02 Expression Pedals for Keyboards

E-GUITAR
01 Fender (01 Fender Twin Guitar AMP)
01 Guitar Stand (Quik Lok or similar)

E-BASS / Keyboard 2

01 BASS AMP HEAD ( AMPEG 2SVT - 2PRO or EDEN 800)
CABINET (02x 4x10” or 01x 4x10 “with 1x15” or 01x “8x10” SVT)
01 FANTOM X6 (Keyboard by Roland )

01 Single Tier Keyboard stand ( Quik Lok or Similar)

PERCUSSION
01 Conga Trio (03 LP Galaxy Giovanni series - 01 Conga,01 tumbadora and 01 Quinto)
03 Separate Conga stands (LP or similar)

01 Percussion Table (LP Percussion table LP760A)

01 Bell Tree (LP Bell Tree LP450)

01 Bar Chimes (LP Concert series bar Chimes LP449c with Cymbal stand)
02 Cow bell (LP Cowbell with Clamp)

02 Cow bell beaters (LP Cowbell beaters )

01 Shekere (LP PRO Shekere LP 483 )

01 wood block and beater (LP wood block and beater

PS : Please all the above with the relevant leads.

IF YOU CAN'T FIND EXACTLY THIS SPECIFIC BACKLINE PLEASE CONTACT US
AS QUICKLY AS POSSIBLE.
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Wunmi - INPUT List

C Instrument/ Mic / DI FoH Mic Stand Mon Chn Mon Insert
hn | Source Insert

1 Kick Drum BETA-52 N/Gate | Short Boom
2 Snare Top BETA -57 Comp Short Boom
3 Snare bottom SM -57 N/Gate Short Boom
4 Hi Hat AKG - 460 Short Boom
5 Rack Tom 1 SM - 98/ SENN 421 | N/Gate | Med- Boom
6 Rack Tom 2 SM - 98/ SENN 421 | N/Gate | Med- Boom
7 Floor Tom SM - 98/ SENN 421 | N/Gate Med- Boom
8 Overhead - SL AKG 414 / 460 Tall Boom
9 Overhead - SR AKG 414 / 460 Tall Boom
10 | CONGAS - L1 SENN- E604 Tall Boom
11 | CONGAS - L2 SENN- E604 Tall Boom
12 | TALKING DRUM SM - 58 Tall Boom
13 | PERC-TOYS 1 AKG - 460 Tall Boom
14 | GUITAR SM 57 /414 Short Boom
15 | ELE BASS DI Comp

16 | ELE BASS AMP SENN - 421 Comp Short Boom
17 | KEY -2 DI Comp

18 | KEY -L DI Comp

19 | KEY -2 DI Comp

20 | LAPTOP ]| Comp

21 | WUNMI Shure HF Beta 58A | Comp Tall Boom
22 | BV VOCAL -1 BETA - 58 Comp Tall Boom
23 | BV VOCAL -2 BETA - 58 Comp Tall Boom
24 | BV VOCAL -3 BETA - 58 Comp Tall Boom
25 | SPARE LEAD VOCAL Shure HF Beta 58A | Comp Tall Boom
26

27

28 | EFFECT RETURN1 (L)

29 | EFFECT RETURN1 (R)

30 | EFFECT RETURN2 (L)

31 | EFFECT RETURN2 (R)

32 | EFFECT RETURN (Mono)

PS : Wunmi will only tour with a F.O.H Engineer. A Monitor Engineer will be needed !.
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LEGEND WUNMI STAGE PLOT
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MIXES / WEDGES / SIDE FILLS

MIX 01 — WUNMI (02 WEDGES 2 X 12» - Turbo, Meyer or Clair B)
MIX 02 — BACKING VOC (01 WEDGES 2 X 12» - Turbo, Meyer or Clair B)
MIX 03 — KEYBOARD/ (01 WEDGES 2 X 12» - Turbo, Meyer or Clair B)
MIX 04 — GUITAR (01 WEDGES 2 X 12» - Turbo, Meyer or Clair B)
MIX 05 — KEYBOARD/ BASS (01 WEDGES 2 X 12» - Turbo, Meyer or Clair B)
MIX 06 — PERCUSSION (01 WEDGES 2 X 12» - Turbo, Meyer or Clair B)
MIX 07 — DRUMS (02 WEDGES 2 X 15» - Turbo, Meyer or Clair B)
MIX 08 — SIDE FILL (L) (01 Meyer MSL — 4/ Meyer DS4 or EAW 850 KF)
MIX 09 — SIDE FILL (R) (01 Meyer MSL — 4/ Meyer DS4 or EAW 850 KF)
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